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Unsere Information stützt sich auf sorgfältige Untersuchungen und darf als zuverlässig gelten,dennoch kann sie nur unverbindlich beraten.
Our information is based on thorough research and may be considered reliable, although not legally binding.

Предоставленная информация основана на данных исследований и является надежной, но не несет юридических обязательств.

Product Characteristics: 

   Technical Data:               

Working Air Pressure:            10 to 40 PSI: Consumption: 4.5CFM at 30PSI
Air Inlet:                                 1/4”-male quick couple
Tank Fluid Capacity:               5 Litr. 
Pressure Gauges:                  0~140PSI,20PSI increments; within 20 PSI 
                                               increments, marked in 2 increment
Drain Tubes:                           2-12-1/2(L)×0.316(dia.) inches clear polyurethane 
                                               with rubber bleeder adapter tip  
Brake Fluid Filler Hose:         10 feet, 7,6 cm(L) × 1,3 cm(dia.) reinforced polyure-
                                               thane with ball valve and quick coupler at one end
Overall dimensions:               28(dia.)×22(H)×16.5(base dia.) cm
Collection Bottles                   2-9(H)×4-3/4(L) × 2-1/4(W) inches; 0.26 gallon
Overall height with handle:    46 cm
Weight:                                  8.9 kg.

Equal amount and pressure charging and recovery oil exchanging at the same 
time. High effciency changes brake oil and return to original brake function, change 
100% brake oil completely. Only need 1 person to operate, convenient and swifter. 
Fast, Simple, and User-Friendly Connect to the vehicle, then complete the brake 
fluid exchange in a short time. Logical controls with intuitive layout. Easy hose 
hook-up and storage. No need to release the air. Much wider range of application 
with whole set of adaptors connected with the break oil pot. Each unit is factory 
tested for proper operation and performance before shipment. Heavy-duty 
packaging to get the machine from our factory to you in NEW condition Effective 
and Professional.

Zum fachmännischen Entlüften von Brems- und Kupplungssystemen mit Druckluft-
unterstützung. Druckluft und Bremsflüssigkeit sind durch eine Membran getrennt, 
sodass in keinem Fall Wasser in die Bremsflüssigkeit gerät. Arbeitsdruck mit 
Druckregler und Manometer  einstellbar. Spezieller Bremsflüssigkeiten-Gewebe-
schlauch mit Kugelhahn und Nitto - Schnellkupplung für Befüll-Adapter mit 
Sicherheit- und Druckablassventil. Tragegriff arretiert, kann aber auch umgeklappt 
werden. Inklusive Adapter für die gebräuchlichsten Bremssysteme. Mit Druckluft-
anschluss für Schnellkupplungen deutscher Norm. Eine Entlüfterflasche mit  Adapter 
für Entlüftungsnippel. Mit durchsichtigem, ausziehbarem Schlauch zur optischen 
Kontrolle der Bremsflüssigkeit.


